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Summary (informative) 

Background 
The Zhaga Consortium is a worldwide organization that aims to standardize LED light engines. 

The Zhaga Interface Specification consists of a series of books, which have been approved by the general 
assembly of the Zhaga Consortium.  Each book defines a LED light engine by means of its mechanical, 
photometric, electrical, thermal, and control interfaces to a luminaire.  This makes the LED light engines 
interchangeable in the sense that is easy to replace one LED light engine with another, even if they have been 
made by different manufacturers. 

Each LED light engine belongs to one of the following categories: 

Type A: socketable with integrated electronic control gear. 

Type B: socketable with separate electronic control gear. 

Type C: non-socketable with integrated electronic control gear. 

Type D: non-socketable with separate electronic control gear. 

Contents 
This book 8 of the Zhaga Interface Specification defines a type A socketable LED light engine with integrated 
control gear.  It has a round drum shape with maximum dimensions of 95 mm diameter and 45 mm height.  It 
has a light emitting surface dimension of (typically) 59 mm diameter round and a PHJ65d type base. 

This book must be read together with book 1 of the Zhaga Interface Specification. 

Intended Use 
The light engine can be locked into a luminaire by means of a twisting motion.  Mechanical fit keying is present 
to ensure that the luminaire provides the correct mains voltage. 

The light output is essentially lambertian, which enables the luminaire optics to shape the light distribution to 
the needs of the application. 

The light engine is primarily intended for use in LED downlighting luminaires. 

Conformance 
All provisions in the Zhaga Interface Specification are mandatory, unless specifically indicated as 
recommended, optional or informative. 
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COPYRIGHT 

The Zhaga Interface Specification is published by the Zhaga Consortium, and has been prepared by the 
members of the Zhaga Consortium. All rights are reserved. Reproduction in whole or in part is prohibited 
without express and prior written permission of the Zhaga Consortium. 

DISCLAIMER 

The information contained herein is believed to be accurate as of the date of publication. However, neither 
the Zhaga Consortium, nor any member of the Zhaga Consortium will be liable for any damages, including 
indirect or consequential, from use of the Zhaga Interface Specification or reliance on the accuracy of this 
document. 

NOTICE 

For any further explanation of the contents of this document, or in case of any perceived inconsistency or 
ambiguity of interpretation, visit www.zhagastandard.org or contact info@zhagastandard.org. 

http://www.zhagastandard.org/
mailto:info@zhagastandard.org
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1 DŜƴŜǊŀƭ 

1.1 Introduction 

The Zhaga Consortium is a worldwide organization that aims to standardize LED Light Engines.  A LED 
Light Engine is a light source for general lighting that is based on solid state technology, and typically 
consists of one or more LEDs combined with stabilization and control electronics (Electronic Control 
Gear).  Different types of LED Light Engines are defined in individual books of the Zhaga Interface 
Specification.  LED Light Engines that comply with a particular book of the Zhaga Interface Specification 
are interchangeableɂin the sense that it is possible to replace one of such LED Light Engines by another, 
regardless of its manufacturer. 

Each book of the Zhaga Interface Specification defines at least the following set of interfaces between the 
LED Light Engine and an appropriate Luminaire: 

¶ Mechanical interface. 

¶ Optical interface. 

¶ Electrical interface. 

¶ Thermal interface. 

¶ Control Interface. 

1.2 Scope 

This edition 1.1  of Book 8, LED Light Engine Type A: socketable with integrated control gear 95 mm × 45 
mm, of the Zhaga Interface Specification defines the functional interfaces for LED Light Engines (LLE) with 
integrated Electronic Control Gear that have a typical diameter of 95 mm, a typical height of 45 mm, and a 
PHJ85d type Base.  This edition 1.1  of Book 8 of the Zhaga Interface Specification does not define LLE and 
Luminaire product safety aspects, unless these aspects take shape in the functional interface. 

1.3 Main features 

A LED Light Engine, which can be locked into a Luminaire by means of a twisting motion.  This document 
defines: 

¶ A LED Light Engine with integrated Electronic Control Gear, which is operated on mains power. 

¶ Variants of the LED Light Engine, which use mechanical fit Keying to ensure that operation is 
possible at the Rated mains power only. 

¶ An appropriate environment inside the Luminaire for the LED Light Engine to operate correctly. 

1.4 Conformance and references 

1.4.1 Conformance 

All provisions in the Zhaga Interface Specification are mandatory, unless specifically indicated as 
recommended or optional or informative.  Verbal expression of provisions in the Zhaga Interface 
Specification follow the rules provided in Annex H of ISO/IEC Directives, Part 2.  For all clarity, the word 
Ȱshallȱ indicates a requirement that is to be followed strictly in order to conform to the Zhaga Interface 
Specification, and from which no deviation is permitted.  The word Ȱshouldȱ indicates that among several 
possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that 
a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain 
possibility or course of action is deprecated but not prohibited.  The word Ȱmayȱ indicates a course of 
action permissible within the limits of th e Zhaga Interface Specification.  The word Ȱcanȱ indicates a 
possibility or capability, whether material, physical or causal. 
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1.4.2 References 

For undated references, the most recently published version applies.  In the case of any perceived 
discrepancy between the provisions of this edition 1.1  of Book 8 of the Zhaga Interface Specification and 
the most recently published version of an undated reference, an earlier version of that reference may be 
applied. 

[ANSI C78.377] American National Standard for electric lampsɂSpecifications for the 
Chromaticity of Solid State Lighting Products, ANSI NEMA ANSLG C78.377. 

[Book 1] Zhaga Interface Specification, Book 1: Overview and Common Information. 

[CIE 121] The photometry and goniophotometry of luminaires, CIE 121. 

[CIE 13.3] Method of measuring and specifying colour rendering properties of light 
sources, CIE 13.3. 

[IEC 60061 (a)] Lamp caps and holders together with gauges for the control of 
interchangeability and safetyɂPart 4: Guidelines and general informationɂ
Designation of Lamp Caps and Holders, IEC 60061-4 standard sheet 7007-1. 

[IEC 60061 (b)]  Lamp caps and holders together with gauges for the control of 
interchangeability and safetyɂPart 4: Guidelines and general informationɂ
Recommended tolerances for gauges in IEC 60061, IEC 60061-4 standard sheet 
7007-11. 

[IEC/TR 61341] Method of measurement of centre beam intensity and beam angle(s) of 
reflector lamps, IEC/TR 61341. 

[IES LM-79-08] IES Approved Method for the Electrical and Photometric Measurements of 
Solid-State Lighting Products, IES LM-79-08. 

[NEMA SSL 7A] Phase Cut Dimming for Solid State Lighting: Basic Compatibility, NEMA SSL 7A-
2013. 

1.5 Definitions 

Base The part of the LED Light Engine that fits into the Holder. 

Holder The part of the Luminaire that locks the LLE in a functional position, and 
establishes electrical contact with the LLE. 

Keying Mechanical differentiation in a fit system, which discriminates between options 
that are not interoperableɂfor example discrimination between a LLE and a 
Luminaire, which are designed for operation with different mains voltages.  
Keying typically is a safety feature. 

LED Light Engine In this edition 1.1  of Book 8 of the Zhaga Interface Specification, the term LED 
Light Engine specifically refers to a light source that offers a PHJ85d, PHJ85d-1 
or PHJ85d-2 mechanical fit to a Luminaire. 

Least Material Condition The minimum volume of the LLE or the Luminaire.  This minimum volume does 
not necessarily have a fixed outline.  The Least Material Condition is the 
different for the LLE and the Luminaire. 

Luminaire In this edition 1.1  of Book 8 of the Zhaga Interface Specification, the term 
Luminaire specifically refers to a lighting fixture that offers a PHJ85d-1 or 
PHJ85d-2 mechanical fit to a LED Light Engine. 

Maximum Material Condition 
 The absolute boundary of the mechanical interface between the LLE and the 

Luminaire.  Rigid parts of neither the LLE nor the Luminaire shall extend 
through this boundary.  The Maximum Material Condition is identical for both 
the LLE and the Luminaire. 

Thermal Fit Code A code consisting of a capital letter followed by two decimal digits, representing 
an operating temperature-thermal power combination.  A Thermal Fit Code 
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assists with the verification of the thermal compatibility of a specific LLE and a 
specific Luminaire. 

Thermal Test Engine A device that is used to define the thermal properties of a Luminaire.  This 
edition 1.1  of Book 8 of the Zhaga Interface Specification defines a single 
Thermal Test Engine. 

1.6 Acronyms 

Acronyms that appear in this edition 1.1  of Book 8 of the Zhaga Interface Specification, but are not listed 
in this Section 1.6, are defined in [Book 1]. 

AC Alternating Current 

DC Direct Current 

LMC Least Material Condition 

MMC Maximum Material Condition 

1.7 Symbols 

Symbols that appear in this edition 1.1  of Book 8 of the Zhaga Interface Specification, but are not listed in 
this Section 1.7, are defined in [Book 1]. 

ὖ(% electrical power applied to the heating element of the heat flux measurement 
system 

ὙÁ surface roughness 

ὠ(&3 output voltage of the heat flux sensor of the heat flux measurement system 

ὸÁȟÍÁØ
ÅØÐ

 expected maximum ambient temperature 

ὸÍÉÎ, ὸÍÁØ lowest and highest temperature measured at the Thermal Interface Surface of a 
LLE 

ὸÒ temperature measured at the center of the Thermal Interface Surface of TTE-
PHJ85d 

ὸÒ temperature of the Thermal Test Engine close to the TIM [ C̄] 

ὸÒȟÍÁØ
ÅØÐ

 expected maximum operating temperature 

ɝὸ4)- temperature drop over the TIM [°C] 

,  bounding angles of a luminous flux category 

‖ inverse response of the heat flux sensor in the heat flus measurement system 

1.8 Conventions 

This Section 1.8 defines the notations and conventions used in the Zhaga Interface Specification. 

1.8.1 Cross references 

Unless indicated otherwise, cross references to Sections in either this document or documents listed in 
Section 1.4, refer to the referenced Section as well as the sub Sections contained therein. 

1.8.2 Informative text 

With the exception of Sections that are marked as informative, informative text is set in italics. 

1.8.3 Terms in capitals 

All terms that start with a capital are defined either in Section 1.5 or in [Book 1]. 

1.8.4 Units of physical quantities 

Physical quantities are expressed in units of the International System of Units.  All linear dimensions that 
omit an explicit unit indication are in millimeters 
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1.8.5 Decimal separator 

The decimal separator is a comma. 

1.8.6 Limits 

All limits specified in this edition 1.1  of Book 8 of the Zhaga Interface Specification are absolute, without 
any implied tolerance (neither positive, nor negative).  Values that are indicated as typical as well as 
values between parentheses are informative. 
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2 {ȅǎǘŜƳ hǾŜǊǾƛŜǿ 

2.1 PHJ85d fit system 

This edition 1.1  of Book 8 of the Zhaga Interface Specification defines the interface between a LED Light 
Engine (LLE), which consists of a single housing that integrates a LED Module and an Electronic Control 
Gear, and an associated Luminaire, which typically consists of a heat sink, a Holder, and a reflector.  The 
LLE can be locked into and removed from the Holder without the use of generic or specialized tools.1  
Typically, this involves a rotational motion of the LLE. 

A typical application of the LLE-Luminaire system defined in this edition 1.1  of Book 8 of the Zhaga 
Interface Specification is downlighting, from a recessed mount of the system in a ceiling. 

The mechanical interface between the LLE and the associated Luminaire is shown schematically in Figure 
2-1.  This mechanical interface is designated as a PHJ85d fit, according to the classification system defined 
in [IEC 60061 (a)].  In addition to this so-ÃÁÌÌÅÄ ȰÕÎÉÖÅÒÓÁÌȱ ÆÉÔɂwhich is intended for application by LLEs 
that can operate on any mains voltageɂtwo additional mutually exclusive, mains voltage specific fits are 
definedɂnamely PHJ85d-1 and PHJ85d-2.2 

 

Figure 2-1: 3-D illustration of the me chanical interface  

From a LLE point of view, the mechanical interface consists of the following elements (refer to the 
corresponding labels in Figure 2-1): 

(1)  Base.  This is theɂtypically cylindricalɂpart of the LLE that is locked into the Holder.  As 
described below, the Base contains several functional elements for electrical contact making, 
mains voltage discrimination, and heat removal. 

(2)  Thermal Interface Surface.  This is the main surface through which the LLE expects to remove its 
heat.  If the LLE is locked into the Luminaire, this surface is firmly pressed against the heat sink of 
a Luminaire.  In order to minimize the thermal resistance across the interface, the Thermal 
Interface Surface typically consists ofɂcompressibleɂThermal Interface Material (TIM). 

(3)  Force pin.  The Holder can apply a relatively large axial force to these pinsɂin order to minimize 
the thermal interface resistance to the heat sinkɂwithout risking damage to the LLE.  The first 

                                                                    
1Apart from any toolsɂladders, screwdrivers, etc.ɂthat could be necessary to reach and access the inside 
of the Luminaire. 
2The definition of the test fixtures and Luminaire compliance tests in Part 2 use the notation PHJ85d-x in 
order to refer to both the PHJ85d-1 fit and the PHJ85d-2 fit. 
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force pin in the clockwise direction from the electrical contact tab (in a top view of the LLE) is 
typically used as a stop for any rotational motion during locking of the LLE into the Holder. 

(4)  Protection stub.  This element is optionally present.  Its function is to protect the electrical contact 
tab during insertion of the LLE into the Holder. 

(5)  Electrical contact tab.  The electrical contact tab contains two electrical contactsɂone line and 
one neutral contactɂon each side.  Opposing contacts on the two sides have the same polarity. 

(6)  Keying element adjacent to a force pin.  This is the first of the Keying elements, which are used to 
discriminate between mains voltages.  This element is located adjacent to different force pins for 
a PHJ85d-1 and a PHJ85d-2 fit.  It is functional only during axial insertion of the LLE into the 
Holder. 

(7)  Solitary Keying element.  This is the second of the Keying elements, which are used to discriminate 
between mains voltages.  This element is located at different positions for a PHJ85d-1 and a 
PHJ85d-2 fit.  It is functional only during axial insertion of the LLE into the Holder. 

(8)  L-shaped Slot.  This slot provides space for a Holder stub, which protrudes into the central 
opening of the Holder, during axial insertion and rotation of the LLE into a Luminaire.  The 
purpose of this Holder stub is to prevent a LLE force pin from accidentally entering the electrical 
contact opening of a Holder, in the case that it is attempted to incorrectly insert the LLE into the 
Luminaire. 

(9)  Top construction.  The top construction can have any shape, provided that it does not exceed the 
maximum boundaries.  In addition, the top construction contains the Light Emitting Surface (LES). 
The luminous intensity distribution emitted from the LES is approximately lambertian. 

2.2 Outline of this book 

This edition 1.1  of Book 8, of the Zhaga Interface Specification consists of two parts: 

Part 1 Interface definition defines the LLE-Luminaire interface in terms of five sub interfaces. 

¶ The mechanical interface in Section 3 defines the PHJ85d fit between a LLE and a Luminaire. 

¶ The photometric interface in Section 4 defines the luminous flux and luminous intentsity 
distribution provided but the LLE to the Luminaire. 

¶ The electrical interface in Section 5 defines the properties of the mains power provided by the 
Luminaire to the LLE. 

¶ The thermal interface in Section 6 defines the heat transfer from the LLE to the Luminaire. 

¶ The control interface in Section 7 defines the methods for modifying the behavior of the LLE-
Luminaire system. 

Note that an arbitrary LLE and an arbitrary Luminaire, which both comply with the definitions in Part 1 of 
this edition 1.1  of Book 8, of the Zhaga Interface Specification need not necessarily be compatible!  In 
particular, as defined Section 6.5, an end-user should verify the thermal compatibility between a LLE and a 
Luminaire before using that LLE-Luminaire system in a particular environment. 

Part 2 Compliance tests defines the tools (Section 8) and tests, which may be used to verify compliance of 
a LLE (Section 9), Luminaire (Section 10), or Holder (Section 11) with the definitions  provided in Part 1 of 
this edition 1.1  of Book 8, of the Zhaga Interface Specification.  In the case of any perceived discrepancy 
between the definitions provided in Part 1 and the definitions provided in Part 2, the definitions provided 
in Part 2 override those provided in Part 1. 

The Annexes to this edition 1.1  of Book 8, of the Zhaga Interface Specification provide the following 
additional information : 

¶ Annex A: This Annex provides an alphabetic list of all interface dimensions, showing the 
minimum and maximum values for both a LLE and a Holder.  These values are derived from the 
MMC and LMC dimensions defined in Section 3, the gauge dimensions defined in Sections 8.1.1 
and 8.2.1.  In addition these values contain recommendations for a Holder LMC, such that the 
Holder can satisfy the functional requirements given in Section 3.9. 
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¶ Annex B: This Annex provides an overview of the information, which is required or recommended 
to be listed on the data sheet of a LLE, Luminaire, and/or Holder product. 

¶ Annex C: This Annex provides references to relevant standards for product safety. 

¶ Annex D: This Annex defines the mechanical interface between a Holder and a Luminaire, in the 
case that the Holder is not integrated into the Luminaire. 

¶ Annex E: This Annex defines the Thermal Fit Code, which helps to determine if a LLE and  
Luminaire are (thermally) compatible. 
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Part 1: Interface Definition 
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3 aŜŎƘŀƴƛŎŀƭ LƴǘŜǊŦŀŎŜ 
This Section 3 defines the mechanical properties of the PHJ85d fit system, which forms the basis of the 
LLE-Luminaire mechanical interface.  Specifically, this Section 3 defines two LLE-Luminaire fits that are 
mutually exclusiveɂfit codes PHJ85d-1 and PHJ85d-2ɂas well as one LLE-specific fitɂfit code PHJ85dɂ
which matches with any Luminaire.  See also Section 5, detailing the electrical interface. 

The Thermal Interface Surface of the LLE is the reference plane for vertical dimensions.  Typically, the 
Thermal Interface Surface of the LLE consists of a compressible TIM.  Unless indicated otherwise, the MMC 
and LMC of vertical dimensions apply with the TIM in a compressed state. 

Unless indicated otherwise, all dimensions apply for a LLE or Luminaire temperature of ςυ υ °C. 
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3.1 Outline of the LLE-Luminaire fit 

The left hand side of Figure 3-1 and Table 3-1 define the maximum outline of the LLE-Luminaire fit . 

From a LLE point of view, the demarcation line divides the LLE into a Base and a top construction.  Note 
that the LLE does not need to have a clearly visible demarcation line.  The details of the Base are defined in 
Sections 3.3, 3.4, 3.5, and 3.6.  The top construction shall contain a Light Emitting Surface as shown in the 
right hand side of Figure 3-1. 

A Luminaire may contain flexible elements that violate the maximum outline of the fit if there is no LLE 
locked in the Luminaire. 

   

Figure 3-1: Outline of the LLE-Luminaire fit  (left) and position of the Light Emitting Surface (right)  

Notes to Figure 3-1 (above): 

(1)  This is the reference plane for vertical dimensions. 

(2)  The axis at the center of diameter AA is the reference for axial dimensions. 

(3)  The demarcation line marks the division between the Base and the top construction of a LLE. 

(4)  This is the position of the Light Emitting Surface (LES) inside the maximum outline of a LLE.  The 
LES need not be circular.  The height BO of the LES above the reference plane applies with the 
TIM in a compressed stateɂi.e. with the LLE locked into the Luminaire. 

Table 3-1: Dimensio ns of the fit outline and Light Emitting Surface  

Dimension LMC MMC Notes

AA NA 95.00

BB NA 45.00

BO 35.00 40.00

Dimension MMC LMC Notes

AO 57.00 71.00

B 20.00 (45.00)
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3.2 System references for contact making 

The PHJ85 fit system for contact making relies on three references, namely: 

¶ The center of the fit system (the center point of diameter A). 

¶ The two contact centers (defined by dimensions GHc, Hc; and GJc, Jc). 

¶ The rotation stop (the line that is displaced by dimension Dref/2 from the angle a). 

Figure 3-2 and Table 3-2 define these system references. 

 

Figure 3-2: System references for contact making  

Table 3-2: System references for contact making  

Dimension Notes

Dref/2

GHc

GJc

Hc

Jc

ɻÁ

4.30

60.00°

Nominal

2.25

49.35

45.90

1.90

 

(Informative) Note that if a LLE is locked into a Holder, the LLE and the Holder should make physical contact 
at the rotation stop.  This implies that if the position of the relevant edge of force pin #1 (see Figure 3-3 in 
Section 3.3) deviates from the reference, LLE should have a larger contact in order to guarantee proper 
contact making in any Holder.  Similarly, if the position of the rotation stop in the Holder deviates from the 
reference, the Holder should be able to make contact across a larger area, in order to guarantee proper 
contact making with any LLE. 
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3.3 PHJ85d fit 

Figure 3-3 and Table 3-3 define the MMC of the PHJ85d fit.  In addition, Figure 3-4 and Table 3-3 define 
the LMC of the associated Base.  For details of the electrical contact tab see Section 3.6. 

 

Figure 3-3: PHJ85d fit, MMC 

 

Figure 3-4: PHJ85d fit, Base LMC 

Notes to Figure 3-3 and Figure 3-4 (above): 

(1)  The electrical contact tab (as seen from the perspective of a LLE). 

(2)  The protection stub (as seen from the perspective of a LLE). 

(3)  The L-shaped Keying element (as seen from the perspective of a LLE). 

(4)  The force pins (as seen from the perspective of a LLE).  The two corners at the underside of the 
force pins (i.e. closest to the Thermal Interface Surface) should be slightly chamfered or rounded 
with a dimension less than 0,20 mm. 

Notes to Table 3-3 (below): 

(1)  The cylindrical body of the Base may have gaps around the protruding elements.  Such gaps shall 
not interfere with the centering functionality of this cylindrical body. 

(2)  The MMC of this dimension shall not be violated if the TIM is in an uncompressed state. 

(3)  The thickness of the electrical contact tab of a LLE, including any additional electrical contact 
material, shall not exceed 1,50 mm.  The conductive surface of the electrical contacts shall be 
elevated above any non-conducting surface of the electrical contact tab. 

(4)  The protection stub of a LLE shall not exceed beyond the electrical contact tab of the LLE on 
either side. 
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Table 3-3: Dimensions of the PHJ85d fit  

#
Dimension LMC MMC Notes

A 85.20 86.00 (1)

C 46.40 47.20

D 4.30 5.20

E 5.70 6.10 (2)

Gc NA 45.05

GH NA 51.45

GJ NA 48.00

H NA 3.80

J NA 6.20

Kb NA 9.60 (2), (3)

L 1.10 NA (3)

M NA 4.55 (2)

N NA 10.00 (4)

Pc NA 40.60

RH NA 1.00

W 9.60 10.75 (2)

ɻÁ

ɻÂ

ɻÃ

ɾÁ 26.30° 27.50°

Dimension MMC LMC Notes

F 1.00 4.00 (5)

Ka 7.50 NA (3)

RD 0.50 1.50

RW 0.50 NA (6)

V 14.15 NA

ɾÂ 32.50° 33.70°

ɾÃ 58.00° 68.00°

(60.00°)

180.00°

60.00°

 

Notes to Table 3-3 (continued): 

(5)  Dimension F should be the same for all elements involved. 

(6)  Instead of a radius, a chamfer of the same dimension may be used. 
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3.4 PHJ85d-1 fit 

Figure 3-5, Table 3-3 (in Section 3.3), and Table 3-4 define the MMC of the PHJ85d-1 fit.  In addition, 
Figure 3-6, Table 3-3 (in Section 3.3), and Table 3-4 define the LMC of the associated Base.  For details of 
the electrical contact tab see Section 3.6. 

 

Figure 3-5: PHJ85d-1 fit , MMC 

 

Figure 3-6: PHJ85d-1 fit , Base LMC 

Notes to Figure 3-5 and Figure 3-6 (above): 

(1)  The electrical contact tab (as seen from the perspective of a LLE). 

(2)  The protection stub (as seen from the perspective of a LLE). 

(3)  The L-shaped Keying element (as seen from the perspective of a LLE). 

(4)  The force pins (as seen from the perspective of a LLE). 

(5)  The solitary Keying element (as seen from the perspective of a LLE). 

(6)  The Keying element adjacent to a force pin (as seen from the perspective of a LLE). 
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Table 3-4: Additional d imensions of the PHJ85d -1 and PHJ85d-2 fit s 

Dimension LMC MMC Notes

Pa 44.90 45.35 (1)

Pb 44.80 47.20 (1)

S NA 6.05 (2)

T NA 1.00

Ua 7.00 7.85 (1)

Ub 5.20 7.00 (1)

(3)

(4)

Dimension MMC LMC Notes

Y 1.00 NA

ɼ
120.00°

130.00°

 

Notes to Table 3-4 (above): 

(1)  In the LMC of the Base, a LLE shall have material that extends up to the edge of the Keying 
element in at least one position.  The LLE may have material at any other position within the 
outline of the Keying element. 

(2)  The MMC of this dimension shall not be violated if the TIM is in an uncompressed state 

(3)  PHJ85d-1 fit. 

(4)  PHJ85d-2 fit  (See Section 3.5). 
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3.5 PHJ85d-2 fit 

Figure 3-7, Table 3-3 (in Section 3.3), and Table 3-4 (in Section 3.4) define the MMC of the PHJ85d-2 fit.  In 
addition, Figure 3-8, Table 3-3 (in Section 3.3), and Table 3-4 (in Section 3.4) define the LMC of the 
associated Base.  For details of the electrical contact tab see Section 3.6. 

 

Figure 3-7: PHJ85d-2 fit , MMC 

 

Figure 3-8: PHJ85d-2 fit , Base LMC 

Notes to Figure 3-7 and Figure 3-8 (above): 

(1)  The electrical contact tab (as seen from the perspective of a LLE). 

(2)  The protection stub (as seen from the perspective of a LLE). 

(3)  The L-shaped Keying element (as seen from the perspective of a LLE). 

(4)  The force pins (as seen from the perspective of a LLE). 

(5)  The solitary Keying element (as seen from the perspective of a LLE). 

(6)  The Keying element adjacent to a force pin (as seen from the perspective of a LLE). 
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3.6 Electrical contact tab details (LLE) 

Figure 3-9 and Table 3-5 define the minimum outline of the contact pads on the electrical contact tab of a 
LLE, in the case that the edge of force pin #1 is located at the rotation stop  (see Section 3.2) exactly, and 
the Base diameter A is equal to either the MMC or the LMC.  Clearly, a smaller Base diameter implies a 
larger contact pad.  Similarly, any deviation of the edge of force pin#1 from the rotation stop shall be 
compensated by an increase of the contact pad size in the tangential directionɂwith on each side an 
amount that is equal to the deviation of the edge from the rotation stop. 

Both sides of the electrical contact tab shall have contact pads.  The minimum outline of the contact pads is 
the same on both sides of the electrical contact tab. 

Within a contact pad outline, the shortest distance from an arbitrary point to the nearest conductive part 
of the electrical contact surface shall be at most 0,20 mm.  Both sides of the electrical contact tab shall 
have contact pads, with opposite contact pads having the same polarity. 

 

Figure 3-9: Electrical contact  tab details  

Table 3-5: Electrical contact tab dimensions  

Dimension LMC MMC LMC MMC

GHb 50.20 NA 50.60 NA

GJb 46.75 NA 47.15 NA

Hb 2.75 NA 2.75 NA

Jb 5.15 NA 5.15 NA

Dimension MMC LMC MMC LMC

GHa NA 48.50 NA 48.10

GJa NA 45.05 NA 44.65

Ha NA 1.05 NA 1.05

Ja NA 3.45 NA 3.45

Base dimension A at MMC Base dimension A at LMC
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3.7 LLE mass 

The mass of a LLE shall not exceed 300 g. 

3.8 Luminaire heat sink 

The Luminaire shall have a heat sink to drain the thermal power from the LLE.  The surface of this heat 
sink shall extend to a diameter of at least 85,00 mm, should have a planarity of 0,05 mm or better across 
the diameter of the Thermal Interface Surface, and should have a surface roughness ὙÁ σȟςπ µm. 

3.9 Luminaire functional requirements 

It shall not be physically possible to lock a PHJ85d-1 Base or a PHJ85d-2 Base into the same Holder. 

The Holder shall press the Thermal Interface Surface (of the locked LLE) to the heat sink of the Luminaire, 
with a force of at least 40 N and at most 75 N. 

The Holder shall establish an electrically conductive circuit through the contact pads of the locked LLE. 

The Holder should not apply an axial forceɂi.e. perpendicular to the surface of the contact padsɂto the 
electrical contact tab of the locked LLE. 

3.10 Thermal expansion 

At the expected operating temperature, thermal expansion of the LLE should not result in a violation of 
the MMC dimensions provided in Section 3. 

At the expected operating temperature, thermal expansion of the Luminaireɂand in particular its 
Holderɂshould not result in a violation of the MMC dimensions provided in Section 3. 

3.11 Product Data Set 

The Product Data Sets of the LLE and Luminaire shall list the appropriate mechanical fit code. 
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4 tƘƻǘƻƳŜǘǊƛŎ LƴǘŜǊŦŀŎŜ 

4.1 Operating conditions 

The photometric properties defined in Section 4 apply if the following conditions are satisfied: 

¶ The LLE is mounted vertical, Base down, without obstructing the convective air flow originating 
from the LLE. 

¶ The voltage and frequency of the electrical power applied to the LLE are within 0,20% of the 
Rated voltage and Rated frequency. 

¶ The temperature at the of center the Thermal Interface Surface is within 1 °C of the Rated 
Operating Temperature ὸÒȟÍÁØ. 

See [Book 1] for background information. 

4.2 Luminous flux 

Whereas this edition 1.1  of Book 8 of the Zhaga Interface Specification does not limit the luminous flux of 
a LLE, the Product Data set of the LLE shall list one of the luminous flux categories defined in Table 4-1.  
The luminous flux of the LLE shall be within the limits of the flux category listed in the Product Data Set. 

Table 4-1: Luminous flux categori es 

Luminous f lux category  
Luminous flux [lm]  

Minimum  Maximum  

C006 540 800 

C008 720 1100 

C011 990 1500 

C015 1350 2000 

C020 1800 2500 

C025 2250 3000 

C030 2700 4000 

C040 3600 5000 

C050 4500 N.A. 

4.3 Luminous intensity distribution 

The luminous intensity distribution of a LLE is characterized by the luminous flux emitted into four solid 
angles of ϵ“  sr each.  As shown in Figure 4-1, these solid angles are rotationally symmetric around the 
vertical axis of the LLE, and bounded by the angles  and .  The reference point for these solid angles is 
the intersection of the LES and the vertical axis of the Base. 

The percentage of luminous flux, which a LLE emits into each solid angle, shall be within the limits defined 
in Table 4-2. 
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Table 4-2: Luminous intensity d istribution  

♬ ♬ 
Percentage of luminous flux  

Minimum  Maximum  

0  ̄ 41,40° 35% 55% 

41,40° 60,00  ̄ 25% 40% 

60,00  ̄ 75,50° 10% 30% 

75,50° 90  ̄ 0% 10% 

LED Light Engine

Light Emitting Surface

r

ɾ1

ɾ2

Base diameter A

Vertical Axis

 

Figure 4-1: Luminous intensity distribution  

4.4 Luminance uniformity 

This edition 1.1  of Book 8 of the Zhaga Interface Specification does not define limits on the luminance 
uniformity of a LLE. 

4.5 Correlated color temperature 

The correlated color temperature of a LLE shall comply with the provisions of [Book 1]. 

4.6 Color rendering index 

The correlated rendering index of a LLE shall comply with the provisions of [Book 1]. 
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5 9ƭŜŎǘǊƛŎŀƭ LƴǘŜǊŦŀŎŜ 

5.1 Mains power 

Table 5-1 lists the mains power characteristics associated with the three mechanical fits defined in this 
edition 1.1  of Book 8 of the Zhaga Interface Specification. 

Table 5-1: Mains power  characteristics  

Fit code Voltage [V]  Frequency [Hz]  Power [W]  

PHJ85d ρππȣςχχ 50 and/ or 60 πȣ50 

PHJ85d-1 ρππȣρςχ 50 and/ or 60 πȣ50 

PHJ85d-2 ςππȣςχχ 50 and/ or 60 πȣ50 

As shown in Figure 5-1, the contact pads on each side of the electrical contact tab of a LLE shall have 
opposite polarity; and facing contacts on opposite sides of the electrical contact tab shall have the same 
polarity.  Either set of same polarity contacts may be designated as line or neutral. 

 

Figure 5-1: Polarity of the electrical contacts  

The Product Data Set of a LLE shall list the mains power, voltage and frequency of the LLE.  It is 
recommended that the Product Data Set of a Luminaire list the mains voltage and frequency. 
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6 ¢ƘŜǊƳŀƭ LƴǘŜǊŦŀŎŜ 

6.1 Operating Temperature 

This edition 1.1  of Book 8 of the Zhaga Interface Specification does not define limits on the temperature at 
the Thermal Interface Surface.  However, it is recommended that under normal steady state operating 
conditions, the temperature at any position of the Thermal Interface Surface does not exceed 110 ̄ C. 

The Product Data Set of a LLE shall list the temperature ὸÒȟÍÁØ at the center of the Thermal Interface 

Surface as the operating temperature at which the photometric properties are defined (see Section 4.1). 

6.2 LLE temperature uniformity 

In normal steady state operation, the thermal spreading resistance ὙÓÐ between any two of the Reference 

Temperature positions at the Thermal Interface Surface defined in Figure 6-1 shall be at most 0,3 K/W.  
Here, the thermal spreading resistance between Reference Temperature positions Ὥ and Ὦ is defined as 

ὙÔÈὭȟὮ
ὸ ὸ

ὖÔÈȟÒÅÁÒ
 Ȣ 

Reference Temperature position 0 is located at the center of the Thermal Interface Surface.  Reference 
4ÅÍÐÅÒÁÔÕÒÅ ÐÏÓÉÔÉÏÎÓ ρȣφ ÁÒÅ ÌÏÃÁÔÅÄ with equidistant spacing on a circle, which is centered on 
Reference Temperature position 0 and has a diameter of χψȟππ πȟρ mm. 

0

6
5

4

3

1

2

 

Figure 6-1: Reference Temperature positions  

6.3 LLE thermal power 

The Product Data Set of a LLE shall list the thermal power ὖÔÈȟÒÅÁÒ, which the LLE generates at the Thermal 
Interface Surface.  The accuracy of this Rated thermal power ὖÔÈȟÒÅÁÒ shall be 3%. 

6.4 Luminaire thermal resistance 

This edition 1.1  of Book 8 of the Zhaga Interface Specification does not define limits on the thermal 
resistance ὙÔÈ from the Thermal Interface Surface to the environment of the LLE-Luminaire system.  
However, the Product Data Set of a Luminaire shall list the thermal resistance ὙÔÈ at an applied thermal 
power of ρπ υϷ W, ςπ υϷ W, σπ υϷ W, and τπ υϷ W, and an ambient temperature of 
ςυ υ ̄ C.  The accuracy of this Rated thermal resistance ὙÔÈ shall be 10%. 

6.5 Thermal compatibility 

From a thermal point of view, an arbitrary LLE generally is not necessarily compatible with an arbitrary 
Luminaire.  The reason is that the temperature ὸÒ at Reference Temperature position 0 depends on the 
thermal power ὖÔÈȟÒÅÁÒ generated by the LLE at the Thermal Interface Surface, the thermal resistance ὙÔÈ to 
the environment of the LLE-Luminaire system, and the ambient temperature ὸÁ in the environment of the 
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LLE-Luminaire system.  Thermal compatibility of a specific LLE and a specific Luminaire should be 
verified prior to the use of that LLE-Luminaire system in a specific environment.  See [Book 1] for details. 

Annex E defines a simple coding scheme that aids with  the verification of the thermal compatibility of a 
specific LLE and a specific Luminaire. 
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7 /ƻƴǘǊƻƭ LƴǘŜǊŦŀŎŜ 

7.1 Dimming (optional) 

If a Socketable LLE supports dimming functionality, such dimming functionality shall comply with the 
provisions of [NEMA SSL 7A]. 
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Part 2: Compliance Testing 
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8 /ƻƳǇƭƛŀƴŎŜ ǘŜǎǘƛƴƎ ǘƻƻƭǎ 

8.1 LLE testing tools 

8.1.1 Gauges 

This Section 8.1.1 defines gauges that shall be used to verify the compliance of a LLE with the mechanical 
properties the PHJ85d fit system.  See Section 9.1 for the application of these gauges. 

(Informative) Thermal expansion at the operating temperature causes most LLE dimensions to be slightly 
increased over those in the switched-off state.  Therefore, the gauges defined in this Section 8.1.1 are based on 
the MMC dimensions plus a 0,1 mm clearance from the MMC to compensate for any expected thermal 
expansion at temperatures that are different from those at which the mechanical interface tests defined in 
Section 9.1 are performed (LLE switched-off). 

Gauges MTG-B1-PHJ85d-1 and MTG-B2-PHJ85d-2 verify the Maximum Material Condition of the LLE 
dimensions(radial and tangential). 

Gauges MTG-B3a-PHJ85d, MTG-B3b-PHJ85d, MTG-B3c-PHJ85d, and MTG-B3d-PHJ85d verify the 
Maximum Material Condition of the LLE dimensions (axially). 

Gauges MTG-B4-PHJ85d-1 and MTG-B5-PHJ85d-2 verify the contact making and Keying functionality . 

Unless specified otherwise, the material composition of the gauges shall be stainless steel, which is 
hardened to at least 55 HRC. 

The gauges should have a surface finish of ὙÁ πȟτπ µm.  Sharp angles should be chamfered or rounded 
with a radius of at most 0,20 mm, as defined in [IEC 60061 (b)] . 
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8.1.1.1 MTG-B1-PHJ85d-1 and MTG-B2-PHJ85d-2 

Figure 8-1 and Table 8-1 define gauge MTG-B1-PHJ85d-1. 

 

Figure 8-1: MTG-B1-PHJ85d-1 

Figure 8-2 and Table 8-1 define gauge MTG-B2-PHJ85d-2. 

 

Figure 8-2: MTG-B2-PHJ85d-2 
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Table 8-1: MTG-B1-PHJ85d-1 and MTG-B2-PHJ85d-2 dimensions  

Dimension Nominal Tolerance Dimension Nominal Tolerance

A 85.96 ±0.03 Ub 6.96 ±0.03

B 20.04 ±0.03 V 14.19 ±0.03

C 47.16 ±0.03 ɻÁ 60.00° ±10'

D 5.16 ±0.03 ɻÂ 180.00° ±10'

Gc 45.01 ±0.03 ɻÃ 60.00° ±10'

GH 51.41 ±0.03 ɼ  ɉρɊ120.00° ±10'

GJ 47.96 ±0.03 ɼ  ɉςɊ130.00° ±10'

H 3.76 ±0.03 ɾÁ 27.45° ±10'

J 6.16 ±0.03 ɾÂ 32.55° ±10'

Pa 45.31 ±0.03

Pc 40.56 ±0.03 a 110.00 ±0.20

RH 0.94 ±0.05 b 47.00 ±0.20

Ua 7.81 ±0.03 c 6.00 ±0.20

(1) PHJ85d-1

(2) PHJ85d-2
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8.1.1.2 MTG-B3a-PHJ85d, MTG-B3b-PHJ85d, MTG-B3c-PHJ85d, and MTG-B3d-PHJ85d 

Figure 8-3, Figure 8-4, Figure 8-5, Figure 8-6, and Table 8-2 define gauges MTG-B3a-PHJ85d, MTG-B3b-
PHJ85d, MTG-B3c-PHJ85d, and MTG-B3d-PHJ85d. 

 

Figure 8-3: MTG-B3a-PHJ85d 

 

Figure 8-4: MTG-B3b-PHJ85d 

 

Figure 8-5: MTG-B3c-PHJ85d 

Notes to Figure 8-5 (above): 

(1)  This is the reference plane. 
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Figure 8-6: MTG-B3d-PHJ85d 

Notes to Figure 8-6 (above): 

(1)  This is the reference plane. 

Table 8-2: MTG-B3a-PHJ85d, MTG-B3b-PHJ85d, MTG-B3c-PHJ85d and MTG-B3d-PHJ85d dimensions  

Dimension Nominal Tolerance Dimension Nominal Tolerance

A 86.60 ±0.10 ab 100.40 ±0.10

AA 94.96 ±0.03 ac 88.00 ±0.10

C 47.60 ±0.10 ad 100.00 ±0.10

D 5.70 ±0.10 b 15.00 ±0.20

Ea 5.71 ±0.03 ba 10.00 ±0.20

Eb 6.09 ±0.03 bb 8.00 ±0.20

F 1.04 ±0.03 bc 1.00 ±0.20

Ka 7.54 ±0.03 bd 33.00 ±0.20

Kb 9.56 ±0.03 be 8.00 ±0.20

La 1.09 ±0.01 bf  (1) 147.00

Lb 1.51 ±0.01 c 35.00 ±0.20

M 4.51 ±0.03 d 12.00 ±0.20

Ub 7.60 ±0.10 GcA 3.40 ±0.20

ɻÁ 60.00° ±10' Km 2.50 ±0.20

ɻÂ 180.00° ±10' Ux 16.00 ±0.20

ɻÃ 60.00° ±10' ɼØ 125.00° ±10'

ɿÁ 10° ±1°

AC 4.50 ±0.20 ɿÂ 40° ±1°

a 10.00 ±0.20 ɿÃ 30° ±1°

aa 110.00 ±0.20

(1)  The height bf of gauge MTG-B3b-PHJ85d shall be adjusted such that the combined mass 

of gauges MTG-B3a-PHJ85d and MTG-B3b-PHJ85d is (7,50 ± 0,07) kg.
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8.1.1.3 MTG-B4-PHJ85d-1 and MTG-B5-PHJ85d-2 

Figure 8-7 and Table 8-3 define gauge MTG-B4-PHJ85d-1. 

 

Figure 8-7: MTG-B4-PHJ85d-1 

Figure 8-8 and Table 8-3 define gauge MTG-B5-PHJ85d-2. 

 

Figure 8-8: MTG-B5-PHJ85d-2 
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Table 8-3: MTG-B4-PHJ85d-1 and MTG-B5-PHJ85d-2 dimensions  

Dimension Nominal Tolerance Dimension Nominal Tolerance

A 86.60 ±0.03 W 10.71 ±0.03

C 47.60 ±0.10 ɻÁ 60.00° ±10'

D 5.70 ±0.10 ɻÂ 180.00° ±10'

Dref/2 2.25 ±0.03 ɻÃ 60.00° ±10'

E 6.60 ±0.10 ɼ  ɉρɊ120.00° ±10'

Gc 45.45 ±0.10 ɼ  ɉςɊ130.00° ±10'

GH 51.85 ±0.10 ɾÁ 29.00° ±10'

GHa 49.00 ±0.03 ɾÂ 31.00° ±10'

GHb 49.70 ±0.03

GJ 48.40 ±0.10 a 110.00 ±0.20

GJa 45.55 ±0.03 b 5.00 ±0.20

GJb 46.25 ±0.03 f 48.00 ±0.20

H 4.20 ±0.10 d 1.00 ±0.20

Ha 1.25 ±0.03 e 49.00 ±0.20

Hb 2.55 ±0.03 r 5.00 ±1.00

J 6.60 ±0.10 xa 8.60 ±0.20

Ja 3.65 ±0.03 xb 6.00 ±0.20

Jb 4.95 ±0.03 xc 38.00 ±0.20

Ka 7.40 ±0.10 xd 3.00 ±0.50

Kb 9.70 ±0.10 zKa 1.00 ±0.50

Pa 45.75 ±0.10 zKb 1.00 ±0.50

Pc 41.20 ±0.03 ʖ 25.50° ±10'

RH 1.40 ±0.10

Ua 8.45 ±0.03

Ub 7.60 ±0.03

V 14.19 ±0.03

(1) PHJ85d-1

(2) PHJ85d-2
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8.1.2 Test fixture TUTF-PHJ85d-x (thermal uniformity) 

Test fixture TUTF-PHJ85d-x consists of a temperature controlled heat sink and a Holder.  In this edition 
1.1  of Book 8 of the Zhaga Interface Specification, the Holder shall be any commercially available Holder 
having a PHJ85d-1 or a PHJ85d-2 fit, which applies a force of at least 40 N and at most 75 N.  The Holder, 
Holder mount, and heat sink shall be assembled and mounted on a cooling device; see Figure 8-9 for an 
illustration.  Proper thermal contact between test fixture TUTF-PHJ85d-x shall be ensured. 

Cooling device

Holder

Heat sink

Holder mount

 

Figure 8-9: TUTF-PHJ85d-xɂillustration  

Figure 8-10 and Table 8-4 define the heat sink of test fixture TUTF-PHJ85d-x.  The heat sink shall be made 
of AlMgSiMn 100HV (AA6082) or equivalent.3  The side of the heat sink facing the LLE shall have a 
planarity of 0,01 mm across the diameter of the heat sink, and shall have a surface roughness of ὙÁ
σȟςπ µm.  Thermocouples shall be mounted into the groove to measure the temperature at Reference 
4ÅÍÐÅÒÁÔÕÒÅ ÐÏÓÉÔÉÏÎÓ πȣφ ɉÓÅÅ Figure 6-1 in Section 6.2) with an accuracy of ρ °C. 

 

Figure 8-10: TUTF-PHJ85d-xɂheat sink  

Notes to Figure 8-10 (above): 

(1)  Position of a thermocouple in the groove. 

                                                                    
3With respect to mechanical and thermal properties. 
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Figure 8-11 and Table 8-4 define the Holder mount of test fixture TUTF-PHJ85d-x.  The Holder mount shall 
be made of 30% glass filled PBT, or equivalent.4 

 

Figure 8-11: TUTF-PHJ85d-xɂHolder mount  

Table 8-4: TUTF-PHJ85d-xɂdimensions  

Heat sink   Holder mount  

Dimension  Nominal  Tolerance   Dimension  Nominal  Tolerance  

A 80,00 ±0,05  A 112,00 ±0,2 

B 20,00 ±0,1  B 82,00 ±0,2 

C 74,00 ±0,05  C 86,00 ±0,2 

D 2,00 ±0,1  D 10,00 ±0,2 

E 50,00 ±0,1  E 2,00 ±0,2 

F 78,00 ±0,1  F 90,00 ±0,2 

G 10,00 ±0,1  G 99,00 ±0,2 

H 10,00 ±0,1  H M3 NA 

J 90,00 ±0,1  J 6,00 ±0,1 

K 3,20 ±0,1  K 3,30 ±0,1 

L 0,50 ±0,05  L 5,00 ±0,1 

M 1,50 ±0,1   120  ̄ ρ° 

N 1,00 ±0,1     

P 10,00 ±0,1     

R 2,00 ±0,1     

S 1,00 ±0,1     

T 3,00 ±0,1     

U 2,00 ±0,1     

 120  ̄ ρ°     

 45° ρ°     

                                                                    
4With respect to mechanical and thermal properties. 
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8.1.3 Test fixture PETF-PHJ85d-x (photometric and electrical) 

Test fixture TPTF-PHJ85d-x consists of a temperature controlled heat sink and a Holder.  In this edition 1.1  
of Book 8 of the Zhaga Interface Specification, the Holder shall be any commercially available Holder 
having a PHJ85d-1 or a PHJ85d-2 fit, which applies a force of at least 40 N and at most 75 N.  The Holder 
shall be mounted on the heat sink. 

The temperature controlled heat sink shall have a surface planarity of 0,01 mm across its surface, shall 
have a surface roughness ὙÁ σȟς ʈÍȟ shall have a thickness of at least 8 mm across the Thermal 
Interface Surface, and a heat conductivity of at least 160 W/m ·K.  The temperature of the temperature 
controll ed heat sink shall be measured at the surface of the heat sink, and centered with Holder. 

8.1.4 Test fixture TPTF-PHJ85d-x (thermal power) 

Test fixture TPTF-PHJ85d-x consists of a heat flux measurement system, a Holder mount, and a Holder.  In 
this edition 1.1  of Book 8 of the Zhaga Interface Specification, the Holder shall be any commercially 
available Holder having a PHJ85d-1 or a PHJ85d-2 fit , which applies a force of at least 40 N and at most 
75 N.  The Holder shall be mounted on the Holder mount, and the combination shall be mounted on the 
heat flux measurement system.  See [Book 1], A.1.3.2.1 for more details.  It shall be ensured that the 
Holder mount and the heat flux measurement system have proper thermal contact. 

(Informative) The heat flux measurement system typically consists of a stack comprising a heating element, a 
first heat spreading element, a heat flux sensor, a second heat spreading element, and a temperature 
controlled heat sink.  See Figure 8-12 for a schematic illustration.  The purpose of the two heat spreading 
elements is to transform the heat input to a uniform heat flux through the heat flux sensor.  The purpose of 
the heating element is to provide the means to quickly control the temperature at the Thermal Interface 
Surface to a specified temperature.  The test procedures in this edition 1.1  of Book 8 of the Zhaga Interface 
Specification assume that an electrical power ὖ(% up to 100 W can be applied to the heating element. 

Temperature Controlled Heat Sink

Heat Spreading Element

Heat Spreading Element

Heat Flux Sensor

Heating Element

Holder Mount

VHFS

PHE

Holder

 

Figure 8-12: TPTF-PHJ85d-xɂheat flux measure ment system (illustration)  
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Figure 8-13 and Table 8-5 define the Holder mount of test fixture TPTF-PHJ85d-x.  The Holder mount shall 
be made of AlMgSiMn 100HV (AA6082) or equivalent.5  The side of the Holder mount facing the LLE shall 
have a planarity of 0,01 mm across the diameter of the Holder mount, and shall have a surface roughness 
of ὙÁ σȟςπ µm.  A thermocouple shall be mounted into the groove (dimensions H an J) to measure the 
temperature at the center of the Holder mount with an accuracy of ρ °C. 

 

Figure 8-13: TPTF-PHJ85d-xɂHolder mount  

Table 8-5: TPTF-PHJ85d-xɂHolder mount dimensions  

Dimension  Nominal  Tolerance  

A 115,00 ±0,1 

B 6,00 ±0,1 

C 99,50 ±0,1 

D M3 NA 

E 41,60 ±0,1 

F 3,20 ±0,1 

G 1,80 ±0,1 

H 1,00 ±0,1 

J 0,55 ±0,05 

                                                                    
5With respect to mechanical and thermal properties. 
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8.2 Luminaire testing tools 

8.2.1 Gauges 

This Section 8.2.1 defines gauges that shall be used to verify the compliance of a Luminaire with the 
mechanical properties the PHJ85d fit system.  See Section 10.1 for the application of these gauges. 

(Informative) Thermal expansion at the operating temperature causes most Luminaire dimensions to be 
slightly increased over those in the switched-off state.  Therefore, the gauges defined in this Section 8.1.1 are 
based on the MMC dimensions plus a 0,1 mm clearance from the MMC to compensate for any expected 
thermal expansion at temperatures that are different from those at which the mechanical interface tests 
defined in Section 9.1 are performed (no heating due to a LLE). 

Gauges MTG-H1-PHJ85d, MTG-H2-PHJ85d, and MTG-H3-PHJ85d-1 verify the Maximum Material Condition 
of the Luminaire dimensions. 

Gauges MTG-H4-PHJ85d-1 and MTG-H5-PHJ85d-2 verify the contact making and Keying functionality. 

Unless specified otherwise, the material composition of the gauges shall be stainless steel, which is 
hardened to at least 55 HRC. 

The gauges should have a surface finish of Ὑὥ πȟτπ µm.  Sharp edges should be chamfered or rounded 
with a radius 0,20 mm, as defined in [IEC 60061 (b)] . 

Elements that aid in the manufacturing and handling of the gauges may be added in such a way that the 
functionality of the gauges is not changed.  (Informative) For example, marks may be made on the top or 
bottom surface, to enable identification of the gauge and verification of its dimensions.  As another example, 
holes may be made through the central part of the top or bottom surface, in order to attach handles or 
similar, facilitating rotation of the gauge in the Holder of a Luminaire. 
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8.2.1.1 MTG-H1-PHJ85d, MTG-H2-PHJ85d and MTG-H3-PHJ85d 

Figure 8-14 and Table 8-6 define gauge MTG-H1-PHJ85d. 

 

Figure 8-14: MTG-H1-PHJ85d 

Figure 8-15 and Table 8-6 define gauge MTG-H2-PHJ85d. 

 

Figure 8-15: MTG-H2-PHJ85d 

Figure 8-16 and Table 8-6 define gauge MTG-H3-PHJ85d. 

 

Figure 8-16: MTG-H3-PHJ85d 
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Table 8-6: MTG-H1-PHJ85d, MTG-H2-PHJ85d and MTG-H3-PHJ85d 

Dimension Nominal Tolerance Dimension Nominal Tolerance

A 86.04 ±0.03 RD 0.44 ±0.05

AA 95.04 ±0.03 RH 1.06 ±0.05

B 19.96 ±0.03 RW 0.44 ±0.05

C 47.24 ±0.03 S 6.09 ±0.03

D 5.24 ±0.03 Ua 7.89 ±0.03

E 6.11 ±0.03 Ub 7.04 ±0.03

F 0.96 ±0.03 V 14.11 ±0.03

Gc 45.09 ±0.03 W 10.79 ±0.03

GH 51.49 ±0.03 Y 0.96 ±0.03

GJ 48.04 ±0.03 ɻÁ 60.00° ±10'

H 3.84 ±0.03 ɻÂ 180.00° ±10'

J 6.24 ±0.03 ɻÃ 60.00° ±10'

Ka 7.46 ±0.03 ɼ  ɉρɊ120.00° ±10'

Kb 9.64 ±0.03 ɼ  ɉςɊ130.00° ±10'

L 1.49 ±0.01 ɾÁ 27.55° ±10'

M 4.59 ±0.03 ɾÂ 32.45° ±10'

N 10.08 ±0.03 ɾÃ 68.00° +2°

Pa 45.39 ±0.03

Pb 47.24 ±0.03 bb 5.00 ±0.20

Pc 40.64 ±0.03

(1) PHJ85d-1

(2) PHJ85d-2
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8.2.1.2 MTG-H4-PHJ85d-1 and MTG-H5-PHJ85d-2 

Figure 8-17 and Figure 8-18 define gauge MTG-H4-PHJ85d-1. 

 

Figure 8-17: MTG-H4-PHJ85d-1 

Notes to Figure 8-17 (above): 

(1)  Insulating layer (does not extend underneath the contact pads). 

 

Figure 8-18: MTG-H5-PHJd-2 

Notes to Figure 8-17 (above): 

(1)  Insulating layer (does not extend underneath the contact pads). 
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Table 8-7: MTG-H4-PHJ85d-1 and MTG-H5-PHJ85d-2 dimensions  

Dimension Nominal Tolerance Dimension Nominal Tolerance

A 85.20 ±0.03 Pa 44.90 ±0.03

B 45.00 ±0.10 Pb 44.80 ±0.03

C 46.40 ±0.03 Pc 40.20 ±0.10

D 3.40 ±0.03 RD 1.50 ±0.05

Dref 4.50 ±0.03 RH 0.60 ±0.05

E 5.69 ±0.03 RW 0.30 ±0.10

F 0.96 ±0.03 S 5.65 ±0.10

GH 51.05 ±0.10 Ua 7.00 ±0.03

GHa 48.30 ±0.03 Ub 5.20 ±0.03

GHb 50.40 ±0.03 W 9.60 ±0.03

GJ 47.60 ±0.10 Y 0.60 ±0.10

GJa 44.85 ±0.03 ɻÁ 60.00° ±10'

GJb 46.95 ±0.03 ɻÂ 180.00° ±10'

H 3.40 ±0.10 ɻÃ 60.00° ±10'

Ha 1.25 ±0.03 ɼ ɉρɊ 120.00° ±10'

Hb 2.55 ±0.03 ɼ ɉςɊ 130.00° ±10'

J 5.80 ±0.10 ɾÁ 26.30° ±10'

Ja 3.65 ±0.03 ɾÂ 33.70° ±10'

Jb 4.95 ±0.03 ɾÃ 57.95° ±10'

Ka 8.00 ±0.03

L 1.11 ±0.01 z 0.05 ±0.05

(1) PHJ85d-1

(2) PHJ85d-2
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8.2.2 Test Engine TTE-PHJ85d (thermal) 

The Thermal Test Engine TTE-PHJ85d consists of two parts: 

¶ A power inducer, which contains a heat generating part as well as a part that conducts the heat to 
the Thermal Interface Surface of the TTE. 

¶ A force inducer, which implements the mechanical interface of the TTE to the Holder. 

Figure 8-19, Figure 8-20, Figure 8-21, and Table 8-8 define the Thermal Test Engine TTE-PHJ85d. 

 

Figure 8-19: TTE-PHJ85dɂComposition  

The components in Figure 8-19 are the following: 

(1)  Force inducer (see Figure 8-20), 30% glass-filled PBT or equivalent.6 

(2)  Power inducer (see Figure 8-21), AlMgSiMn 100HV (AA6082) or equivalent.6 

(3)  Power resistors, typeVishay-LTO-30 or equivalent.  Alternatively, a single power resistor (Vishay 
LTO-100 or equivalent) may be used, if a proper thermal and mechanical balance is ensured. 

(4)  Screw M3×18, stainless steel. 

(5)  Helical compression spring, ρπ ρ N in compressed state. 

(6)  Laird Technologies HR620 TIM plus liner (maximum thickness: 0,60 mm) 

 

Figure 8-20: TTE-PHJ85dɂForce Inducer  

                                                                    
6With respect to mechanical and thermal properties. 
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Notes to Figure 8-20 (above): 

(1)  Thru hole for the wire connection to the power resistor, shall be sealed after attaching the wires. 

 

Figure 8-21: TTE-PHJ85dɂPower In ducer  

Table 8-8: TTE-PHJ85dɂDimensions  

Force inducer   Power inducer  

Dimension  Nominal  Tolerance   Dimension  Nominal  Tolerance  

A 85,30 πȟρπ  A 78,00 πȟρπ 

B 24,00 πȟρπ  B 1,00 πȟπυ 

C 31,00 πȟρπ  C 10,00 πȟρπ 

D 17,00 πȟρπ  D 30,00 πȟρπ 

E 37,00 πȟρπ  E 15,20 πȟρπ 

F 75,00 πȟρπ  F M3 NA 

G 2,00 πȟρπ  G 1,00 πȟρπ 

H 4,40 πȟρπ     

L 4,50 πȟρπ     

P 15,20 πȟρπ     

RN 1,00 πȟρπ     

RT 46,65 πȟρπ     

S 3,20 πȟρπ     

T 78,00 πȟρπ     

U3 5,00 πȟρπ     

W 7,50 πȟρπ     

 120,00° ρȟππ°     

 30,00° ρȟππ°     
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8.3 Holder testing tools 

8.3.1 Gauges 

The gauges that shall be used to verify the compliance of a Holder with the mechanical properties the 
PHJ85d fit system are identical to the gauges that shall be used to verify compliance of a Luminaire. 
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9 [[9 ǘŜǎǘǎ 
All tests defined in this Section 9 shall be performed on 1 LLE specimen.  For the purposes of efficiently 
performing these tests two or more tests may be combined, provided that the measurement accuracy is 
not affected adversely. 

9.1 Mechanical interface tests 

Several of the tests defined in this Section 9.1 make use of one or more gauges.  When executing those 
tests, no undue force shall be used to fit a gauge and the LLE under test together. 

9.1.1 Test #1τmaximum outline 

The height BBɂas defined in Figure 3-1, see Section 3.1ɂof the LLE under test should be determined 
using a caliper. 

Test #1 passes if the measured height BB is at most 45,00 mm (including the measurement uncertainty).7 

9.1.2 Test #2τgauge MTG-B1-PHJ85d-1 or MTG-B2-PHJ85d-2 

Test #2 depends on the fit of the LLE under test: 

¶ PHJ85d fit .  If the LLE under test has a PHJ85d fit, the LLE under test shall be inserted in either 
gauge MTG-B1-PHJ85d-1 or gauge MTG-B2-PHJ85d-2.  See Figure 9-1(a). 

Test #2 passes if the Thermal Interface Surface of the LLE under test moves through the gauge 
such the LLE under test and the gauge can be aligned as shown in Figure 9-1(b). 

¶ PHJ85d-1 fit.  If the LLE under test has a PHJ85d-1 fit, the LLE under test shall be inserted in gauge 
MTG-B1-PHJ85d-1.  See Figure 9-1(a). 

Test #2 passes if the Thermal Interface Surface of the LLE under test moves through the gauge 
such the LLE under test and the gauge can be aligned as shown in Figure 9-1(b). 

¶ PHJ85d-2 fit.  If the LLE under test has a PHJ85d-2 fit, the LLE under test shall be inserted in gauge 
MTG-B2-PHJ85d-2.  See Figure 9-1(a). 

Test #2 passes if the Thermal Interface Surface of the LLE under test moves through the gauge 
such the LLE under test and the gauge can be aligned as shown in Figure 9-1(b). 

 

Figure 9-1: Test #2 

9.1.3 Test #3τgauge MTG-B3x-PHJ85d 

Test #3 passes if tests #3(a)ɀ(e) all pass.  Unless indicated otherwise, in these tests, the LLE under test 
shall be positioned vertical, Base down on a flat surface. 

                                                                    
7Note that fail criteria are not stated explicitly for any LLE test.  Instead, each LLE test shall be deemed to 
fail if its pass criteria are not satisfied fully. 
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9.1.3.1 Test #3(a) 

The reference plane of gauge MTG-B3c-PHJ85d shall be positioned on the flat surface, such that the left-
hand side of gauge MTG-B3c-PHJ85dɂas shown in Figure 8-5ɂis in physical contact with the vertical 
part of the Base next to the electrical contact tab of the LLE under test.  Gauge MTG-B3c-PHJ85d shall be 
slid to the other side of the electrical contact tab, without losing physical contact with the vertical part of 
the Base of the LLE under test.  See Figure 9-2. 

Test #3(a) passes if the electrical contact tab can be moved through the slot in gauge MTG-B3c-PHJ85d 
without lifting either gauge MTG-B3c-PHJ85d or the LLE under test from the flat surface.  (Informative) It 
should not be necessary to keep the LLE under test in position while moving gauge MTG-B3c-PHJ85d. 

 

Figure 9-2: Test #3(a) 

9.1.3.2 Test #3(b) 

Test #3(b) is identical to test #3(a), with the addition that (i) gauge MTG-B3a-PHJ85d shall be stacked on 
the LLE under test, such that gauge MTG-B3a-PHJ85d rests on the force pins of the LLE under test; and (ii ) 
gauge MTG-B3b-PHJ85d shall be stacked on top of gauge MTG-B3a-PHJ85d.  See Figure 9-3(a-c) 

Test #3(b) passes if gauge MTG-B3b-PHJ85d rests on gauge MTG-B3a-PHJ85d, and the electrical contact 
tab can be moved through the slot in gauge MTG-B3c-PHJ85d without lifting either gauge MTG-B3c-
PHJ85d or the stack of LLE under test, gauge MTG-B3a-PHJ85d, and gauge MTG-B3b-PHJ85d from the flat 
surface.  See Figure 9-3(d) (and Figure 9-2 for the movement of gauge MTG-B3c-PHJ85d).  (Informative) It 
should not be necessary to keep the stack in position while moving gauge MTG-B3c-PHJ85d. 

 

Figure 9-3: Test #3(b) 
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Figure 9-3: Test #3(b) (continued) 

9.1.3.3 Test #3(c) 

Test #3(c) is identical to test #3(b), except that the right-hand side of gauge MTG-B3c-PHJ85dɂas shown 
in Figure 8-5ɂshall be in physical contact with the vertical part of the Base next to the electrical contact 
tab of the LLE under test.  See Figure 9-4(a).  Gauge MTG-B3c-PHJ85d shall be slid to the other side of the 
electrical contact tab, without losing physical contact with the vertical part of the Base of the LLE under 
test. See Figure 9-4(b). 

Test #3(c) passes if the gauge MTG-B3c-PHJ85d can be slid along the circumference of the LLE under test, 
passing the three force pins, without lifting the stack of LLE under test, gauge MTG-B3a-PHJ85d and gauge 
MTG-B3b-PHJ85d from the flat surface.  (Informative) Gauge MTG-B3c-PHJ85d should slide underneath  
gauge MTG-B3a-PHJ85d without obstruction. 

 

Figure 9-4: Test #3(c) 
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9.1.3.4 Test #3(d) 

The reference plane of gauge MTG-B3d-PHJ85d shall be positioned on the flat surface, such that either the 
left-hand side or the right-hand side of gauge MTG-B3d-PHJ85dɂas shown in Figure 8-6ɂis in physical 
contact with the vertical part of the Base next to the electrical contact tab of the LLE under test.  Gauge 
MTG-B3d-PHJ85d shall be slid to the other side of the electrical contact tab, without losing physical 
contact with the vertical part of the Base of the LLE under test.  See Figure 9-5. 

Test #3(d) passes if the gauge MTG-B3d-PHJ85d can be slid along the circumference of the LLE under test, 
passing the three force pins, without lifting gauge MTG-B3d-PHJ85d or the LLE under test from the flat 
surface.  (Informative) It should not be necessary to keep the LLE under test in position while moving gauge 
MTG-B3c-PHJ85d. 

 

Figure 9-5: Test #3(d) 

9.1.3.5 Test #3(e) 

For test #3(e) it is not required to position the LLE under test on a flat surface. 

Test #3(e) passes if the electrical contact tab of the LLE under test can be moved through exactly one of 
the two slots in gauge MTG-B3d-PHJ85d.  See Figure 9-6. 

 

Figure 9-6: Test #3(e) 

9.1.4 Test #4τgauge MTG-B4-PHJ85d-1 or MTG-B5-PHJ85d-2 

Test #4 passes if both tests #4(a) and #4(b) pass, insofar as these tests are applicable. 

9.1.4.1 Test #4(a) 

Test #4(a) depends on the fit of the LLE under test: 

¶ PHJ85d fit.  If the LLE under test has a PHJ85d fit, the LLE under test shall be inserted in either 
gauge MTG-B4-PHJ85d-1 or gauge MTG-B5-PHJ85d-2, and rotated to the stop position (see Figure 
9-7(a))ɂforce pin #1 shows through the slotted window in the gauge (see Figure 9-7(b)) .  In the 
stop position, the LLE under test shall be moved between positions 1 and 2, as defined in Figure 
9-8. 

Test #4(a) passes if the electrical contacts of the LLE under test show through the two gauge 
windows, such that the conductive material of the electrical contacts extends up to each side of 
the windows, throughout the movement of the LLE under test between positions 1 and 2.  See 
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also Figure 9-9.  (Informative) A microscope should be used to observe the contact pads of the LLE 
under test through the gauge windows. 

¶ PHJ85d-1 fit.  If the LLE under test has a PHJ85d-1 fit, the LLE under test shall be inserted in gauge 
MTG-B4-PHJ85d-1, and rotated to the stop position (see Figure 9-7(a)) ))ɂforce pin #1 shows 
through the slotted window in the gauge (see Figure 9-7(b)) .  In the stop position, the LLE under 
test shall be moved between positions 1 and 2, as defined in Figure 9-8. 

Test #4(a) passes if the electrical contacts of the LLE under test show through the two gauge 
windows, such that the conductive material of the electrical contacts extends up to each side of 
the windows, throughout the movement of the LLE under test between positions 1 and 2.  See 
also Figure 9-9.  (Informative) A microscope should be used to observe the contact pads of the LLE 
under test through the gauge windows. 

¶ PHJ85d-2 fit.  If the LLE under test has a PHJ85d-2 fit, the LLE under test shall be inserted in gauge 
MTG-B5-PHJ85d-2, and rotated to the stop position (see Figure 9-7(a)) ))ɂforce pin #1 shows 
through the slotted window in the gauge (see Figure 9-7(b)) .  In the stop position, the LLE under 
test shall be moved between positions 1 and 2, as defined in Figure 9-8. 

Test #4(a) passes if the electrical contacts of the LLE under test show through the two gauge 
windows, such that the conductive material of the electrical contacts extends up to each side of 
the windows, throughout the movement of the LLE under test between positions 1 and 2.  See 
also Figure 9-9.  (Informative) A microscope should be used to observe the contact pads of the LLE 
under test through the gauge windows. 

 

Figure 9-7: Test #4(a) 

 

Figure 9-8: Positions 1 (left) and 2 (right) for verifying the LLE contact  pads 
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Figure 9-9: Examples of (a) test #4(a) pass, top view; (b) fail, top view; and (c) fail, bottom view 

9.1.4.2 Test #4(b) 

Test #4(b) depends on the fit of the LLE under test: 

¶ PHJ85d fit.  In this case, test #4(b) is not applicable. 

¶ PHJ85d-1 fit.  In this case, test #4(b) passes if the LLE under test cannot be inserted into gauge 
MTG-B5-PHJ85d-2. 

¶ PHJ85d-2 fit.  In this case, test #4(b) passes if the LLE under test cannot be inserted into gauge 
MTG-B4-PHJ85d-1. 

9.1.5 Test #5τmass 

The mass of the LLE under tests shall be determined with an accuracy of ρ g. 

Test #5 passes if the measured mass is less than or equal to 301g. 
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9.2 Photometric Interface tests 

9.2.1 Test #6τluminous flux 

The LLE under test shall be locked into test fixture PETF-PHJ85d-x as appropriate for the LLE under test, 
and operated according to the conditions defined in Section 4.1.  For this purpose, mains power shall be 
applied to the LLE under test, as appropriate, and the temperature of the heat sink of test fixture PETF-
PHJ85d-x shall be controlled to the Rated Operating Temperature ὸÒȟÍÁØ of the LLE under test.  The stability 

of the mains power shall be verified to comply with the operating conditions defined in Section 4.1 
directly before and directly after the luminous flux measurement.  The stability of the heat sink 
temperature shall be verified to comply with the operating conditions defined in Section 4.1 throughout 
the luminous flux measurement. 

The measurement of the luminous flux shall be carried out according to the guidelines given in [IES LM-
79-08].  The luminous flux shall be determined with an accuracy of at least υ%. 

Test #6 passes if the measured luminous flux is comprised in the luminous flux category listed in the 
Product Data Set of the LLE under test.  For the comparison, the boundaries of the luminous flux 
categories defined in Table 4-1 in Section 4.2 shall be extended with the measurement accuracy on either 
side.  (Informative) For example, ÁÎÙ ÍÅÁÓÕÒÅÄ ÌÕÍÉÎÏÕÓ ÆÌÕØ ×ÉÔÈÉÎ ÔÈÅ ÒÁÎÇÅ ÏÆ ωυχȣόψτ lm (including the 
boundaries) is considered to be comprised in the C006 category, assuming a measurement accuracy of υ%. 

9.2.2 Test #7τluminous intensity distribution 

The LLE under test shall be locked into test fixture PETF-PHJ85d-x as appropriate for the LLE under test, 
and operated according to the conditions defined in Section 4.1.  For this purpose, mains power shall be 
applied to the LLE under test, as appropriate, and the temperature of the heat sink of test fixture PETF-
PHJ85d-x shall be controlled to the Rated Operating Temperature ὸÒȟÍÁØ of the LLE under test.  The stability 

of the mains power shall be verified to comply with the operating conditions defined in Section 4.1 
directly before and directly after the luminous intensity distribution measurement.  The stability of the 
heat sink temperature shall be verified to comply with the operating conditions defined in Section 4.1 
throughout the luminous intensity distribution measurement. 

The measurement of the luminous intensity distribution shall be carried out according to the guidelines 
given in [IEC/TR 61341] sections 5 and 6, using a goniophotometer system.  See also [CIE 121].  The 
luminous intensity distribution shall be determined with an accuracy of at least ς%. 

Test #7 passes if the measured luminous intensity distribution complies with the luminous intensity 
distribution defined in Table 4-2 in Section 4.3.  For the comparison, the boundaries of the percentage of 
luminous flux into each solid angle defined in Table 4-2 in Section 4.3 shall be extended with the 
measurement accuracy on either side.  (Informative) For example, in the case of the first solid angleɂ
 πЈ,  τρȟτπЈɂthe minimum percentage becomes 33% and maximum percentage becomes 57%. 

9.2.3 Test #8τcorrelated color temperature 

The LLE under test shall be locked into test fixture PETF-PHJ85d-x as appropriate for the LLE under test, 
and operated according to the conditions defined in Section 4.1.  For this purpose, mains power shall be 
applied to the LLE under test, as appropriate, and the temperature of the heat sink of test fixture PETF-
PHJ85d-x shall be controlled to the Rated Operating Temperature ὸÒȟÍÁØ of the LLE under test.  The stability 

of the mains power shall be verified to comply with the operating conditions defined in Section 4.1 
directly before and directly after the correlated color temperature measurement.  The stability of the heat 
sink temperature shall be verified to comply with the operating conditions defined in Section 4.1 
throughout the correlated color temperature measurement. 

The measurement of the correlated color temperature shall be carried out according to the guidelines 
given in [ANSI C78.377].  The correlated color temperature shall be determined with an accuracy of at 
least πȢππς for each chromaticity coordinate. 

Test #8 passes if the measured correlated color temperature is comprised in the quadrangle that is 
associated with the correlated color temperature listed in the Product Data Set of the LLE under test.  For 
the comparison, the boundaries of the quadrangles defined in [ANSI C78.377] shall be extended by 0.002 
in each chromaticity direction. 


























































